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ESD-capable 3) EXTREMELY SLIP-RESISTANT OUTSOLE
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Double-thick insole with deep cushioning

L
L9 Removable cushioned insole - recycled EVA

Weight (per shoe):
380 grams
(based on size 42)
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DATA GUIDE

Upper Material:  Leather

Midsole Material: Rubber

Safety Toe Cap:  N/A

TESTING THE SLIP RESISTANCE
OF OUR SFC OUTSOLE [EN ISO 20344:2021]

STANDARD REQUIREMENT

( x222% ( x189%
036

SR REQUIREMENT

Also available:

x221% x200%
031
3 . Shoes For Crews outsole
022 Industry standard
019
Slip resistance test according to EN 1S0 20344:2021,
conducted by Intertek Testing Services Shenzhen
- - - - Ltd, in August 2022; on a scale of 0.0 (without sip
Ceramic + Ceramic + Ceramic + Ceramic + resistance) to 1.0 (very high evel ofslp resistance, e
Sodium Lauryl Sodium Lauryl Glycerine Glycerine g.0n dry carpeted floors). All SFC shoes are fitted with
Sulphate Sulphate Forward Backward the patented, slip-resistant Shoes For Crews outsole.
Forward heelslip  Backward forepart slip heel slip forepart slip Tested product: Carrig Low 62201
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Old School Black: 36111



